( Start ) 

v r-$102 

A sole authentication number is assigned to 
the first device. Or, an authentication 
number, is created randomly by the first 
device. 



v r-S104 

A signal including the authentication 
number is conveyed from the transmitter of 
the first device. 



H r-3106 

A login number corresponding to the 
authentication number is displayed on the 
second device when the receiver of the 
second device locates the signal. 



i r-S108 

The login number is input into the first 
device, and the login number is then 
conveyed from the transmitter to the 
receiver such that the digital data from the 
first device is received by the second 
device. 



( End ) 



FIG. 2 




FIG. 3 



( Start ) 

v r-$202 

A sole authentication number is assigned to 
each of the first devices. Or an individual 
authentication number is created randomly 
by each of the first devices, respectively. 



v r-S204 

A signal including the individual 
authentication number is conveyed from the 
transmitter of the first device. 



s, r-8206 

A login number corresponding to the 
individual authentication number is 
displayed on the second device when the 
receiver of the second device locates the 
signal. 



v r-3208 

One of the first devices is selected and the 
login number is input into the selected 
first device, and the login number is then 
conveyed from the individual transmitter to 
the receiver such that the digital data from 
each of the first devices is received by the 
second device. 



( End ) 

FIG. 4 
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FIG. 5 
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A first authentication number is assigned 
to the first device and a second 
authentication number to the second device 
respectively. Or, an authentication number, 
is created randomly by the first device and 
the second device, respectively. 

\ r 



A first signal including the first 
authentication number is conveyed from the 
first transmitter of the first device. 



x 



A first login number corresponding to the 
first authentication number is displayed on 
the second device when the second receiver 
of the second device locates the first 
signal. 



The first login number is input into the 
first device, and the first login number is 
then conveyed from the first transmitter to 
the second receiver such that the digital 
data from the first device is received by 
the second device. 



A second signal including the second 
authentication number is conveyed from the 
second transmitter of the second device. 



x 



A second login number corresponding to the 
second authentication number is displayed 
on the first device when the first receiver 
of the first device locates the second 
signal. 



X 



The second login number is input into the 
second device, and the second login number 
is then conveyed from the second 
transmitter to the first receiver such that 
the digital data from the second device is 
received by the first device. 



( End ) 
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FIG. 6 



